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TiloBond Pro Plus is a high-performance tile
adhesive, suitable for both floor and wall
applications. Its unique formulation, which
combines a cementitious base with a high
polymer content, ensures strong adhesion,
flexibility, and consistent performance in
different weather conditions. This versatile
adhesive can securely bond various tile types,
even of large sizes (above 4' x 4'), offering users
a reliable and efficient solution for their tiling
needs. Advantages & usage of TiloBond Pro
Plus are:

Usage of special type of high content
polymer which provides high strength &
high bonding strength between substrate
and tile.
Simply add water on site for instant
usability. 
Perfect for big exterior wall tiles and stone
tiles size above 4' X 4' on substrates such as
plaster or concrete 
Formula resistant to sagging for easy
application on vertical walls
Resistant to water, making it perfect for wet
areas
Withstands heat aging, making it perfect for
high temperature environments
Non-shrinkage: Does not shrink after
application, maintaining the integrity of the
installation. 
Flexible adhesive with extended open time
for easy application. 

ABOUT THE PRODUCT

Appearance : Cementitious powder 
Colour : Grey 
Pot life : 3 - 4 Hours(approx.) 
Open Time : 20 Mins. (Minimum) 
Water required : 6 - 7 ltrs. for 20kg 
Heavy Traffic Time : 24 Hours (Minimum)

PRODUCT PROPERTIES

PACKING

SHELF L IFE & STORAGE

ADMYX
Tile adhesive specially designed for large floor
and wall tiles.

TILOBOND PRO PLUS

COVERAGE

When using a 6 mm x 6 mm notch trowel,
generally, a 20 kg bag of adhesive can cover
around 50-55 sq. ft. However, the coverage
may differ based on the size and type of tiles
utilized.

Admyx TiloBond Pro Plus is a non-flammable
material. For personal safety, wear gloves
and safety goggles when working with it. If it
comes into contact with your skin, rinse it off
with plenty of water. Remember to store it
out of children's reach.

MATERIAL SAFETY DATA

SUITABLE SUBSTRATE

Cement Plaster 
Ceramic Tiles 
Heavy Duty Tiles 
Stones Cement
Mortar Beds

40 KG BOPP BAGS

Admyx TiloBond Pro Plus is expected to last
approximately 12 months from the
manufacturing date if kept in unopened,
undamaged, original factory-sealed bags
under regular ambient temperature
conditions. To preserve the quality of the
product, store it in a shaded area, avoiding
direct sunlight.


