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TiloBond Pro is a versatile tile adhesive
formulated for application on both floors and
walls. It features a cementitious base that has
been enriched with polymers, resulting in
enhanced characteristics including superior
adhesion and flexibility. This adhesive exhibits
excellent bonding capabilities and maintains
consistent performance across various climatic
conditions. It offers a secure bond for a variety
of tile types, providing the following
advantages: 

Ready to use: Simply add water, and it's
good to go. 
Superior bonding: Provides better adhesion
to tiles compared to traditional
cementbased mortar. 
High bond strength: Ensures a strong and
reliable bond between tiles and the
substrate. 
Self-curing & non-sagging: Offers selfcuring
properties and does not sag during
application. 
Suitable for wet areas: Can be used in areas
like swimming pools that require resistance
to moisture. 
Interior application: Ideal for interior floors
and walls on masonry, concrete, and
cement plaster. 
Non-shrinkage: Does not shrink after
application, maintaining the integrity of the
installation. 
Partial impermeability: Helps restrict water
penetration into the concrete to a certain
extent. 

ABOUT THE PRODUCT
Appearance : Cementitious powder 
Colour : Grey 
Pot life : 3 - 4 Hours(approx.) 
Open Time : 20 Mins. (Minimum) 
Water required : 6 - 7 ltrs. for 20kg 
Heavy Traffic Time : 24 Hours (Minimum)

PRODUCT PROPERTIES

PACKING

SHELF L IFE & STORAGE

ADMYX
Floor and Wall Tiles Adhesive

TILOBOND PRO

COVERAGE

On average, using a 6 mm x 6 mm notch
trowel, you can expect coverage of
approximately 50-55 sq. ft. per 20 kg bag of
adhesive. However, the coverage may vary
depending on the size and type of tiles being
used.  

Admyx TiloBond Pro is a non-flammable
substance. When handling it, it is
recommended to wear gloves and safety
goggles for personal protection. In the event
of skin contact, rinse thoroughly with ample
water. It should be kept out of the reach of
children.

MATERIAL SAFETY DATA

SUITABLE SUBSTRATE
Cement Plaster 
Ceramic Tiles 
Heavy Duty Tiles 
Stones Cement
Mortar Beds

40 KG BOPP BAGS

Admyx TiloBond Pro has an estimated shelf
life of around 12 months from the
manufacturing date when stored in
unopened and undamaged original factory
sealed bags under normal ambient
temperature conditions. To maintain
product quality, it is recommended to store
it in a shaded area, away from direct
sunlight. 


