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Room No. 8, 1st Floor, 23A Netaji Subhas

ADMYX TILOJOINT PRO

Floor and Wall Tiles Joint Filler

ABOUT THE PRODUCT

TiloJoint Pro is a high-quality tile grout
designed for filling tile joints upto 5 mm wide.
It is a cement based, single-component,
polymer-modified grout that offers excellent
performance and durability. It is suitable for
internal and external applications providing the
following key features:

* Pre-mixed convenience: It comes premixed,
requiring only the addition of water,
making it easy to work with and apply.

¢ Stain-resistant: It is stainless, ensuring that
it does not stain or discolour over time,
maintaining a long-lasting and visually
appealing finish.

* Fast-setting: It sets quickly, enabling faster
completion of tiling projects.

* Non-shrinkage: It does not shrink after
application, preserving the integrity of the
grout lines.

* Excellent adhesion: It adheres well to
vertical surfaces, minimizing the risk of
sagging or slippage during application.

* Water-resistant and crack-free: It provides
water resistance and helps prevent the
formation of cracks, ensuring a durable and
reliable cementitious grout solution.

SUITABLE SUBSTRATE

e Cement Plaster

e Ceramic Tiles

* Heavy Duty Tiles

e Stones

e Cement Mortar Beds

COLOURS

The product is offered in a variety of popular
colors, including White, Black, Blue, Grey, and
Red. Additionally, we provide customized
special colors upon request, specifically for
joint widths exceeding 6 mm, using sanded
grouts
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Construction Chemicals

PRODUCT PROPERTIES

* Appearance : Coloured fine powder
e Potlife: 1 Hour (approx.)

¢ Foot Traffic : 24 Hours (Minimum)

* Water required : 350 - 400 ml for 1kg

COVERAGE

Generally it differs with tile thickness, size
and grout width. Floors: using a 300 x 300
tile and 5mm joint the coverage will be +
11m?2 per 5kg bag. Walls: using a 200 x 250
tile and 3mm joints the coverage will be +
15m?2 per 5kg bag

SHELF LIFE & STORAGE

Admyx TiloJoint Pro has an estimated shelf
life of around 12 months from the
manufacturing date when stored in
unopened and undamaged original factory
sealed bags under normal ambient
temperature  conditions. To  maintain
product quality, it is recommended to store
it in a shaded area, away from direct
sunlight.

MATERIAL SAFETY DATA

When stored in unopened and undamaged
original factory sealed bags under normal
ambient temperature conditions, Admyx
TiloJoint Pro has an approximate shelf life of
12 months from the manufacturing date. It is
important to store the product in a shaded
area, away from direct sunlight. However, if
stored in a wet area, it is worth noting that
high humidity can shorten the shelf life of
the packed bag.

PACKING

1 kg packets
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